NOTES: 

FOR LEGEND, ABBREVIATIONS, AND GENERAL NOTES, SEE DWG. E-1. 
FOR INSTALLATION DETAILS, SEE DWG. E-2. FOR WIRING DIAGRAMS, 
SEE DWG. E-3 AND DWG. E-4. 

REPLACE EXIST. STROBE (IF DIFFERENT) WITH THE SHOWN CANDELA RATED 
STROBE AND REWIRE AS SHOWN. (EXIST. BACKBOX AND COND. STUB CAN 
BE UT1UZED IF IT IS SIMILAR TO THE TYPICAL FLUSH MOUNTED STROBE, 
SPEAKER, OR COMBINATION INSTALLATION DETAIL *BT) ON DWG. E-2. 

ONLY AFTER INSTALLED STROBES ARE TESTED AND OPERATIONAL, 
SHALL CONTRACTOR REMOVE EXISTING STROBE IN THE PRESENCE 
OF THE ENGINEER. FOR PAINTED DRY WALL, REMOVE EXISTING STROBE, 
BACK BOX AND PATCH TO MATCH EXISTING WALL FINISH. 

SINCE FIRE ALARM CIRCUIT LENGTH IS CRITICAL, ROUTING AND 
INSTALLATION OF ALL FIRE ALARM CIRCUITS SHALL BE AS SHOWN 
ON DRAWING. ANY DEVIATION SHALL BE APPROVED BY THE ENGINEER, 
PRIOR TO INSTALLATION. 

DISCONNECT AND ABANDON EXISTING STROBE CIRCUITS IN CEIUNG. 
TAPE ENDS OF ABANDONED CONDUCTORS AND TAG AS ABANDONED. 
THE WORK SHALL BE DONE IN THE PRESENCE OF THE ENGINEER. 
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